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PMC Alarm Troubleshooting Summary 
 
 

PMC Alarm Troubleshooting Summary 

Message PMC Category Light Cause Suggested Troubleshooting 

VP EMISSION WARN Processor Yellow Mass emission exceeded the certified 
threshold. • Troubleshooting Guide found out www.vsthose.com. 

• Exhibit 6 
• Exhibit 9 
• VST ASC Level C VP EMISSION FAIL Processor Red 2nd Consecutive Mass emission test 

failure. 

ISD VP PRESSURE WARN Processor Yellow 90th percentile of 1 day ullage 
pressure exceeds 1 IWC. • Troubleshooting Guide www.vsthose.com. 

• Exhibit 8 
• Exhibit 9 
• VST ASC Level C ISD VP PRESSURE FAIL2 Processor Red 2nd Consecutive Failure of Vapor 

Processor Overpressure Test 

VP DUTY CYCLE WARN Processor Yellow Duty cycle exceeds 18 hours per day 
0r 75% of 24 hours. 

• Troubleshooting Guide www.vsthose.com. 
• TLS 350 PMC Setup Procedure 
• Exhibit 8 
• Exhibit 9 
• Exhibit 4 
• VST ASC Level C 

VP DUTY CYCLE FAIL Processor Red 2nd Consecutive Duty Cycle Test 
Failure. 

 


